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Reading Cart Quick Start Guide
Instructions for set-up and installation

Classroom curriculum
for children learning to read.

Letters alive®



Product Setup

Step 1: Open box right-side up . (Fig. 1)

Step 2: Remove packaging containing brackets, screws and cables. (Fig. 2)

Step 3: Once brackets, screws and cables are removed from box, remove retractable shelf from box. (Fig. 3)

Step 4: Once shelf is removed, place the box on its side.  After removing tape and protective cardboard, pull 
Letters alive cart out of the box. (Fig. 4-4.1)

Step 5: Finish removing tape, then place cart right-side up.  Located on the side of the cart, remove tape-
covered key for cart’s storage cabinet. (Fig. 5)
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Customer Support:  1.866.482.8937

Step 6: Remove two (2) black brackets from plastic bag.  With a Philips head screwdriver, and with screws provided, 
attach brackets to side of Letters alive cart. (Fig. 6-6.2)

Step 7: Once brackets are secure, attach retractable shelf brackets, again using a Philips head screwdriver and 
screws provided. (Fig. 7-7.2)

Step 8: Once secure, shelf is now retractable. (Fig. 8)

Step 9: Open cabinet of cart and proceed to open drawer inside  to remove tape.  Congratulations!  You’ve just built 
your custom Letters alive cart!  If you have purchased the optional AudioGear add-on please read-on for 
further instruction. (Fig. 9-9.1)
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For the latest Letters alive updates, please visit:  
http://www.logicalchoice.com/Lettersalive

Optional AudioGear Installation

Step 10: Extend interior tray.  Insert AudioGear control box and secure using four screws and Philips
Head screwdriver. (Fig. 10)

Step 11: Insert AudioGear speakers, attaching speaker wire. (Fig. 11)

Step 12: Secure speakers. (Fig. 12)

Step 13: To power on AudioGear Sound System, flip switch located on back right of control box. (Fig. 13)
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